IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2002 Permanent Weigh-In-Motion Data
District 1 - MicaFlats- US95 - .5 Mi. N. Kidd Cr. Rd.
Saturday 1 June Thru Sunday 30 June 2002
Total Traffic - All Lanes Included

Vehicle Direction of Travel
North Bound South Bound

Lane Lane | Average Lane Lane | Average Tota Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 356 5.45 24 138 0.14 25 494 0.46 24
30-35 160 2.45 33 60 0.06 33 220 0.21 33
35-40 203 3.11 39 100 0.10 38 303 0.28 39
40-45 108 1.65 43 323 0.32 43 431 0.40 43
45-50 285 4.36 48 1819 1.81 49 2104 1.96 49
50-55 100 1.53 52 8274 8.23 54 8374 7.82 54
55 -60 202 3.09 59 26744 26.59 58 26946 25.16 58
60 — 65 242 3.70 62 39879 39.65 63 40121 37.46 63
65—70 79 1.21 66 17891 17.79 67 17970 16.78 67
70-75 118 1.81 73 4283 4.26 72 4401 411 72
75-80 315 4.82 80 771 0.77 78 1086 1.01 78
80 -85 583 8.92 82 183 0.18 83 766 0.72 82
85— 140 3784 57.90 118 104 0.10 95 3888 3.63 118
Tota by Lane 6535 6.10 93 | 100569 93.90 62 107104 100.00 64
Total by Direction 6535 6.10 93 | 100569 93.90 62
50" Percentile Speed 62
85" Percentile Speed 68




